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MODEL 

SMTE/F - SMTE/ML 

DESCRIPTION 

 The device is a detector system (VDS Voltage Detecting System) consisting of a fixed support installed on 

the cabinet panel (A71SMTE/F device) and three separable parts (A71 SMTE/ML) one for each phase 

 Applications are referred to M.V. distribution boards of secondary type in the range 8kV - 24kV 

 The devices are approved and meet the requirements of ENEL DY1811-1812 standards 

FEATURES 

 Power is supplied from a source consisting of capacitive coupling; depending on the need, the 
A71SMTE/F base can be supplied with suitable ballast capacitors 

 The signaling of the moving part is done by LED technology mounted inside the moving parts 
A71SMTE/ML 
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 SPECIFICATIONS 
SMTE/F 

Fixed part 

SMTE/ML 

Movable part 

1.  Capacitive coupler C=5pF/50pF 

2.  Current for phase 2,5 – 35 µA 

3.  Input voltage < 50VcA 

4.  Operating voltage range 8 – 24 kV 

5.  Operating Temperature -10 ~ +75 °C 

6.  Temperature Storage -25 ~ 75 °C 

7.  Relative Humidity 45% - 95% 

8.  Weight (gr) 180gr 97gr/pz 

9.  Case - movable Part Metallic 

10.  Colour – movable Part Black 

11.  Degree of protection IP20 

12.  Standards ENEL DY1811:1994 

13.  Mounting In panel To input 

14.  Colour LED -- Amber 

15.  MTBF (Mean Time Between Failure MIL-STD-217F) >200.000hrs 
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CODE DESCRIPTION 
DIMENSION  
L/A/S [mm] 

WEIGHT [Kg] 

 

 
A71SMTE/F VDS ENEL-DY1811 FIXED PART 104/40/86 0,4 

 
A71SMTE/F471 VDS ENEL-DY1811 FIXED PART - CAP 470 PF 104/40/86 0,4 

 
A71SMTE/F561 VDS ENEL-DY1811 FIXED PART - CAP 560 PF 104/40/86 0,4 

 

A71SMTE/F801 VDS ENEL-DY1811 FIXED PART - CAP 470+330 PF 104/40/86 0,4 

 
A71SMTE/F1221 VDS ENEL-DY1811 FIXED PART - CAP 1220 PF 104/40/86 0,4 

 

A71SMTE/F2201 VDS ENEL-DY1811 FIXED PART - CAP 2200 PF 104/40/86 0,4 

 

 

A71SMTE/ML VDS ENEL-DY1811 SEPARABLE PART 23/64/55 0,13 

 


