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MODEL 

A71VPIS01 

DESCRIPTION 

 VPIS Voltage Presence Indicator according to standard IEC62271-206 for rated voltages above 1kV and 
up to and including 52 kV 

 The purpose of a VPIS is to signal voltage presence. It’s a Led indicator to be used with capacitive 
coupling device (isolator, transformer,..)  on MV switch distribution panels. It’s equipped with a 3-
positions dip-switch to accommodate for different capacitive coupling devices and line voltage 

FEATURES 
 Flush mounting  
 Front sockets 4,0 mm diameter  
 Rear connections via 4,8 mm fast-on blades 
 Rear 3-position dip switch 
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 DESCRIPTION UNIT VALUE REV 

1.  Operating Voltage System -  Uc  Line-Line kVac 1 - 52  

2.  Line Frequency  Hz 47 ~ 53  

3.  Light indicator -- LED  

4.  Light indication colour –  l Amber  

5.  Visual angle – to central position Deg 30°  

6.  Minimum current sensibility uA ND  

7.  Sensitivity section  -- 3- positions switch  

8.  Compensative bleeder caps  220pF 560pF 1000pF  

9.  Relative Humidity - RH % 95%  

10.  Operating Temperature IEC60068-2-14 °C - 10 ~ +50  

11.  Storage Temperature  °C - 10 ~ +50  

12.  Front connections -   round sockets  Φ 4mm  

13.  Rear connections -   fast-on blades  sockets -- 4,75 x 0,8  

14.  IP  degree of protection - EN 60529 -- IP21  

15.  Cable length cm 10  

16.  Outline dimensions L x P x H mm 130 x 35 x 28  

17.  Vibrations  3 axes – sinusoidal – (IEC60068-2-6) Hz/mm/G 9-200 / 3 / 1  

18.  Shock – (IEC 60068-2-63 G / msec 25 / 6  

19.  Standard Reference -- IEC62271-206:2011  

20.  Outline dimensions L x P x H mm 130 x 35 x 28  
 Light indications from blinking to continuous 
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DIP SWITCH SETTINGS:  different configurations of input voltage and capacitive coupling devices using the 3-
positions dip switch placed on rear side. Minimums sensitivity is 2,5Ua 

 

 

CODE DESCRIPTION 

VPIS01 
VPIS Voltage Presence Indicator according to standard IEC62271-206;  
MV; 3-position dip-switch 

 

 
 

Panel cutting 
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Switch 3-positions 

 
 
 
 
  
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 

 


