TOR Etisteancns VDIS Voltage Detecting
and Indicating System VDIS01

P. Torresan S.r.l.
IEC 62271-213

VDISO1

TYPE CONFORMITY CERTIFICATE N° 24/1317P_IND

Description

The voltage detecting and indication system is a fixed
visual  presence-voltage  detection  device for
High/Medium-Voltage electrical distribution boards
compliances with product standard IEC 62271-213.

Our VDISO1 is type conformity certified: CERTIFICATE N°
24/1317P_IND by SGS Accredia.

IEC 62271-213:2021 is applicable to the voltage detecting
and indicating system (VDIS) to be installed on indoor and
outdoor high/medium-voltage equipment. VDISO1-PLUS
indicator is part of "integrated VDIS system" which
includes the coupling system and the connection with
main circuit, both integrated by the end-user
manufacturer.

EN 62271-213 Typical structure of an integrated VDIS system

The product standard EN 62271-213:2021 defines the technical requirements of "integrated VDIS system" or
"complete VDIS" with reference to a typical configuration in which components are integrated into a high voltage
end application.
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1. Main circuit; 2. VDIS Voltage detecting and indicating system; 3. Coupling system; 3a. Coupling element; 3b. Adjustment
element (optional); 4. Voltage limiting element; 5. Indicator; 6. Testing point (including earthing socket - outlet); 7.
Connecting point (optional)
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= The visual indications are LED of amber colour for voltage presence.

= Connections points to phases L1, L2, L3 and grounding PE are available on the back by fast-on type
connections and as testing points on the front by plug bushing type connections (diameter 4mm,

length 19mm, pitch between each phase bushing and the single earth point 14mm).

= Panel mounting (two mounting holes)
= Rear fast-on connections points 4mm

= Front bushings; testing points with a diam. of 4mm

# Electrical specifications Unit Value Rev
1. | Phase Voltage range - Uy kVac 24 -36
2. | Line Frequency Hz 47 ~53
3. | Indicator - 3 LED — amber colour
4. | Angle of view (vs center line) degree 30°
5. | Threshold on-current IVDS — I; uA 1,67 -2,5uA
6. | Threshold on Voltage - IVDS — Ur (range) VAC 4V (4-5VAC)
7. | Impendence IVDS - X¢c range OHM 2-24 MEG
8. | Nrground connections (total) - back panel - 1x Faston 0,8x6,35
9. | Nr phase connections - for each phase - back panel - 3x Faston 0,8x6,35
10. | Nr ground bushing (total) — front panel Testing point -- 1x Bushing diam 4 mm x 19 mm
11 gglﬁftwse bushings - for each phase - front panel Testing B 3x Bushing diam 4 mm x 19 mm
12. Compen'sation capacitors /Adjustm.ent E{ement _ Thd (1%)
(customizable* and selectable by dip switch)
# Environmental specifications Unit Value Rev
13. | Humidity without condensation — RH % 95%
14. | Operating Temperature (ambient air) °C -25~+40
15. | Storage Temperature °C -25~+55
# Mechanical specifications Unit Value Rev
16. | Front Testing point connections - bushings 0] 4mm
17. | Rear Point connections - fast-on - 4,75x0,8
18. | IP protection code - EN 60529 - 1P20
19. | Case -- Polycarbonate
20. | Dimensions LxDxP mm 96 x48 x 38
10/+0,15/ -
21. | Vibrations — sinusoidal 3-axes - IEC60068-2-6 Hz/mm/g 58/+0,15/2
150/ +0,15/ 2
22. | Impact — IEC62262 - IKO7
23. | Standard - 1EC62271-213:2022 (2%*)
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(1*) The value of the compensation capacitor depends on the specific final VDIS integration application (capacitance of Adjustment element)

(2*%) The product is compliant to the standard for technical requirements applicable to its function (indicator) and interfaces (ref. Table 4 — IEC
62271-213 for Test piece type test requirements).

= VDISO1 indicator passed type tests required for product certification, as per EN 62271-213 standards.

= Integration and application of VDIS in final command and control equipment is the responsibility of
end user manufacturer. Torresan S.r.l. is available for support and assistance.
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Dip switch user configuration
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label for user with Dip-Switch positions

Dip-switch for user configurations

Interface Connectors
(OUTPUT, VIN)

Code
A71VDIS01-VNxyz

\ Description

status relay)

VDIS Voltage Detecting and Indicator
System IEC 62271-213 (basic version,
A-basic version without DIP-Switch, P-
Plus version with output voltage

Features/Configuration/Variant

V = product version (not present = basic

with DIP-Switch; A = basic with possible

customer configuration without DIP-Switch,
=Plus with output relay)

N = specific customer version configuration

x : Not present =Product without rubber cap
of test terminals protection on the front

x=T: present =Product with black rubber cap|
of test terminals protection on the front

y=A: light gray color

y=B: medium gray color (standard at
catalogue)

y=C: dark gray color
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TOR Costruzioni VDIS Voltage Detecting
AR and Indicating System VDISO01

IEC62271-213

Extract from Type Conformity Certificate N° 241317P_IND

TYPE CONFORMITY CERTIFICATE
N° 24/1317P_IND rev. 1

We hereby certify that a sample of below product complies to the certification
object:

APPLICANT:
COSTRUZIONI ELETTROMECCANICHE P. TORRESAN S.R.L.
VIA GIUSEPPE DI VITTORIO 307/5,

20099 SESTO SAN GIOVANNI (M) - ITALY

CERTIFICATION OBJECT:
Conformity assessment to the technical requirements of the following:

N

Standard CEI 62271-213 dated 05/2022 & )
Standard EN IEC 62271-213 dated 08/2021

CERYy,
< J
T

PRODUCT COVERED BY THE CERTIFICATION: TCEREO™

High-voltage switchgear and controlgear — 2282
Voltage detecting and indicating system

Integrated VDIS
Torresan code A71VDIS01
Torresan code A71VDIS01-Ax

(more details regarding both the relevant regulatory requirements and the relevant
products are provided within the enclosed pages, which are an integral part of the
current certificate — number of pages listed below)

The adopted certification system doesn't foresee any maintenance periodic check
according to SCP 004/1 scheme.

SGS ICS ltalia S.r.l.
On behalf
Rosalba Fanale

Issuance date: July 27", 2026
First issuance date: October 8", 2024

Total number of pages: 2

e R e SGS ICS Italia S.r.l. CERP.PERev. 4
= Via Caldera, 21

20153 Milano
Neny 02/73931
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